**This Part requires two clamps, part number 088-300. See additional drawing for information on these clamps.**

**NOTES:**
- Double Treaded Lines Not Shown
- Break all Sharp Corners
- Report all Changes to Engineering

**TOLERANCES:**
- \( X = \text{Fractional} \pm 0.02 \)
- \( XX = \pm 0.030 \)
- \( ANG = \pm 0.5^\circ \)

**DESCRIPTION:**
Coupling 4" Ductile Iron, A/C Fibre x 4" Ductile Iron, A/C Fibre

1055-44

<table>
<thead>
<tr>
<th>PART</th>
<th>WEIGHT</th>
<th>MIN/MAX TEMP.</th>
<th>PRESSURE TESTED</th>
<th>MATERIAL</th>
<th>INSTALLATION TORQUE</th>
<th>CONFORMS TO ASTM</th>
<th>BOX QUANTITY</th>
<th>CLAMPS USED</th>
</tr>
</thead>
<tbody>
<tr>
<td>1055-44</td>
<td>1.25 lbs.</td>
<td>-30/140 Degrees F</td>
<td>4.3 PSI</td>
<td>Flexible PVC</td>
<td>60&quot; Lbs.</td>
<td>D5926</td>
<td>20</td>
<td>300 Series</td>
</tr>
</tbody>
</table>

CHECKER: D. Brady
DATE: 2/1/2007
SHEET 1 OF 1