
For the most accurate and updated information please visit http://pld.iapmo.org/7177

IAPMO Research and Testing, Inc. is a product certification body which tests and inspects samples taken from the supplier's stock or from the market or a
combination of both to verify compliance to the requirements of applicable codes and standards. This activity is coupled with periodic surveillance of the
supplier's factory and warehouses as well as the assessment of the supplier's Quality Assurance System. This listing is subject to the conditions set forth in
the characteristics below and is not to be construed as any recommendation, assurance or guarantee by IAPMO Research and Testing, Inc. of the product
acceptance by Authorities Having Jurisdiction.

Effective Date: January 2011 Void After: January 2012

Product: Flexible Poly (Vinyl Chloride) (PVC) Gaskets
used in the Connection of Wall Mounted
Urinals to the Sanitary Drainage Systems

File No. 7177

Issued To: Fernco, Inc.
300 S Dayton St
Davison, MI 48423-1564


IDENTIFICATION: The gasket seal shall be permanently and legibly marked with

manufacturer's name or trademark, type and size of pipe (or the

manufacturer's product identification), and "ASTM A1045." Gasket seal

shall also bear the UPC® certification mark.

CHARACTERISTICS: Plastic gasket seal to provide a water and air-tight connection of a

listed urinal to the sanitary drainage system such as listed closet

flange and listed pipe sizes. To be installed in accordance with the

manufacturer's instructions and the latest edition of the Uniform

Plumbing Code.

Products comply with the applicable sections of the latest edition of

the Uniform Plumbing Code®. Manufactured in compliance with IAPMO IGC

277-2010.

Products listed on this certificate have been tested by an IAPMO R&T

recognized laboratory.  This recognition has been granted based upon the
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laboratory’s compliance to the applicable requirements of ISO/IEC

17025.
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MODELS:

Model No.    Description
FUS-2        Wax Free Urinal Seal for 2" drain pipe
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 ADDITIONAL COMPANY INFO:
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